Data sheet Extension spring : Z-0240I

GUTCKUNST FEDCRN S

d mm  Wire diameter L1 mm Prestressed spring length
D mm Mean coil diameter L2 mm Loaded spring length
De mm  Outer coil diameter Ln mm Maximum spring length
Dh mm  Minimum diameter of bush m mm Loop opening width
FO N Initial tension n pc. Number of aktive coils
F1 N Prestressed spring force nt pc. Total number of coils
F2 N Loaded spring force s1 mm Prestressed spring deflection
Fn N Maximum spring force s2 mm Loaded spring deflection
Lh mm  Loop height sn  mm Maximum spring deflection
Lk mm Lenght of unstressed spring body sh mm Excursion
LO mm  Unstressed spring length R N/mm  Spring rate
e—Lh —ef—————1k| 594
* i
-  m |l —~ld 036 M
TV, V77 |
i 5 e eme g Sl \
De
600 fo3o]
——
ph Q D

LT

Weight g Weight of one spring 12.2025

*Loops are stocked without openings
(m = 0,00). However it is possible to have
an opening cut into the loop at an extra
cost, without causing any delay.
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Spring test acc. to DIN ISO 2859/1 test level Il

El Coiling direction I stress cyc. end. N ‘ ‘ D Tolerances to DIN 2097
=y = _ Grade | De,Di,D | LO | FO-Fn|Loops | wWire
] | left X [ ) right = diamet
A X . g B Stress cycle frequ. n ‘ / ‘ 1 O g d O 'me‘;er
- 2 X] X X DIN 2076
H Loop shape and loop position A Application temp. °C 3 0 0o ] X
Loop shape Material &l Production compensation through
A spring resistance, associated
‘ 1/1 German loop - ‘ ‘EN 10270-1 ‘ length of tensed spring and LO FO,D
) | ~o A spring resistance, associated LO,n,d []
Loops offset to one another | » A \ E Wire or rod surface length of tensed spring and FO Lo,D [
‘ 1800 35,0 \“J L/ drawn [ Jrolled [] metal-cut Two spring resistances and Lo,n,d ]
by ’ degrees associated length of tensed spring | FO.D [ ]
(in the dir. of the right helix) KBl surface treatment
‘ Prices
k1 Excursion sh
- _ mr Mennyiségi lépcsk Egységar (EUR)
Remarks ; 2’3388 g
. . 3 2:1900 €
Szarmazési orszag: DE | Vamtarifaszam: 73202085 7 1,8300 £
17 0,8300 €
37 0,5500 €
75 0,3300 €
125 0,3142 €
175 0,3080 €
250 0,3019 €
350 0,2956 €
450 0,2885 €

Gutekunst + Co.KG Spring Factories - Carl-Zeiss-Strale 15 - D-72555 Metzingen
Sales +49 7123 960-192 - Customize springs +49 7123 960-193 - Main +49 7123 960-0
Fax +49 7123 960-195 - E-mail: order@gutekunst-co.com






